





PROCESS:
To apply WS M6, install fabric strips on every internal corners and a flat

metal drip edge on the outside perimeters.

Repair cracks, nonworking joints and other imperfections using a
6-inch-wide strip of Base-Coat and apply at 25 mils WFT. While wet,
embed a 6-inch-wide strip of Reinforcing Fabric into the Base-Coat layer
then saturate immediately after using Base-Coat at 16 mils WFT.

Metal roofs: Using Base-Coat, embed all fasteners and apply a minimum of
4-inch-wide strip on all joints and seams. While wet, embed Reinforcing
Fabric into the Base-Coat layer then saturate immediately after using a
coat of Base-Coat.

Apply 2 coats of Top-Coat at 10-12 mils (70 sq. ft./USG combined).

Flat roofs: Coat entire surface using Base-Coat at 24 mils WFT and embed
Reinforcing Fabric while coat is wet. Overlap adjacent runs of fabric a
minimum of 4 inches per side then immediately saturate using Base-Coat
at 16 mils WFT.

Let dry.

Flash roof penetrations using Top-Coat. Apply at 24-25 mils. Inmediately
embed and brush in a 6”-12" wide Reinforcing Fabric. Ensure fabric is
not stretched and free from wrinkles. Cut of any fish mouths then apply
a second coat of Top-Coat at the same thickness.

When applying Top-Coat on an existing roof substrate, apply 2 coats at a
minimum WFT of 20 mils per coat.

Back roll polyester Reinforcing Fabric into Base-Coat on even and
low-slope surfaces. Steeper grades do not require Reinforcing Fabric.

Apply Top-Coat within recoat window.

Do not apply to surfaces with excessive moisture content, such as during
damp or rainy weather.

Do not apply in temperatures below 5°C (42°F).

Refer to data sheet for correct cure-time before disturbing finished
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